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Decentralised control or expansion of central control functions
in mobile machines will often require modular control units
that are simple to install.

Conventional toggle switches involve complex individual
wiring and only provide two switching positions without
diagnostic  capability, so manufacturers of commercial
vehicles, construction and agricultural machinery are increa-

PRODUCT LINES

We now offer CAN modules with 4, 6, 8, 10 or 12 keys as
standard in three product lines tailored to varying specification
and budget profiles.

All modules come in a robust housing with a frame to protect
the control panel against dust and moisture ingress according
to IP 65. The modules simply click into place using correspon-
dingly sized installation openings with clamping springs.

Bl AN IDEAL SOLUTION TO MEET ANY REQUIREMENT

singly opting for network-compatible alternatives.

The degree of networking in electronic control and operating
technology has been increasing with the growing range of
features in mobile machines.

To address this, we have expanded our product range of
bus-compatible CAN modules with four to twelve keys.

Ready-to-install keypads are fitted with CANopen and J1939
interfaces and can be configured for baud rates, addressing,
terminating resistors and front membrane design according to
specification.

Optimised hardware architecture supports customer-specific
and optional safety protocols.

All model lings support diagnostics.

1. PRODUCT LINE: BASIC-SERIES |

Two green status LEDs

White symbol lighting, dimmable

Optimised for cost, the basic version has white LED backlighting to
identify each key and two green status LEDs above the individual
keys.

2. PRODUCT LINE: PRO-SERIES /K

The pro version has ring lighting in traffic-light colours around
gach key with optional colour switching.

RGB LEDs in freely configurable colours are installed for individual
key lighting.

This device class can be activated from energy-saving standby to
active mode via a CAN request thanks to remote wake-up functionality.
Integrated fault memory records any malfunctions that may occur.

Ring lighting switchable between red, yellow and green

Freely definable symbol lighting using RGB LEDs, dimmable

3. PRODUCT LINE: SAFETY-PLUS SERIES I

We have a third option in development, our Safety Plus product line
expected to be available by the end of 2022.

White symbol lighting, dimmable
Three green status LEDs

www.griessbach.de

The modules will be available with white LED symbol backlighting
and three green signal LEDs per key together with a special safety
controller supporting redundant layouts for individual keys. Broad
diagnostic coverage supports safety requirements according to PL-c.
The Safety Plus series will initially be available with four and six-key
layouts
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lighting
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Pressure
setpoint

Standard

Two segments

Two green

White

52N

Not redundant

4-pin Deutsch

DT plug connector

or M12 5-pin
A-coded

CANopen,
J1939

No

Pin assignment:
PIN 1: External power supply PIN2: GND
PIN 4: CAN-L

PIN 3: CAN-H

On request™

Segment, bar

LED colour by

customer request

LED colour by

customer request

15Nt 80N

Not redundant

Other connectors
available on
customer
request

ISOBUS
and other
protocols
available on

customer request

Yes

Yes

Standard

Ring lighting

Switchable
between red,
yellow and green

RGB-LEDs

52N

Not redundant

4-pin Deutsch

DT plug connector

or M12 5-pin
A-coded

CANopen,
J1939

No

No

*Individual inquiries and special requests welcome above a certain order volume.

On request™

Ring or segments
depending on light
openings

LED colour by
customer request

RGB-LEDs

15Nt 80N

Not redundant

Other connectors
available on
customer request

ISOBUS

and other
protocols
available on
customer request

Yes

52,0

26,20

46,30

HE OVERVIEW - TECHNICAL SPECIFICATIONS

SAFETY-PLUS series
expected to be available by 2023

Standard

Three segments

Three green

White

595N

All keys redundant

4-pin Deutsch DT
plug connector or
M12 5-pin
A-coded

CANopen,
J1939

No

No

74,0 mm - imm

On request™

Segment, bar

LED colour by
customer request

LED colour by
customer request

Other connectors
available on
customer request

Yes

Yes

Figure: Dimensions with Deutsch DT connector for a six-key module in all three product lines

The CAN modules are especially suitable for machine operation due to their robustness and tactile response.




Need more details?
Interested in assembling your own module
using our product configurator?

Don’t hesitate to contact us.

Together, we'll see how we can achieve the objectives of your project — and maybe
even exceed them.

Preliminary interim edition Valid as of: October 2022

Our sales team will be happy to receive your call or e-mail:
beratung@griessbach.de




