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22 ROTARY ENCODER MODULE  

Convenient and 
intuitive control.
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PLATFORM 2



www.griessbach.de

THE IDEAL SOLUTION FOR EVERY REQUIREMENT

Our rotary encoder module rounds off our standard 
CAN module family. This rotary encoder and its 
acknowledgement feature make operating agricultural 
machinery, commercial vehicles, and load machines fast, 
convenient, and safe, even on a moving vehicle. The 

built-in encoder is fitted with mechanically secure 
locking. The light ring surrounding the rotary encoder 
allows customer configuration in white and green. The 
button symbols backlit in white are dimmable and 
equipped with two green status LEDs per button.

VERSIONS AND PARAMETERS

Assembly:         Snap-in
IP code:          IP67 front, IP65 rear
Encoder:         16 click-stops, push function
Connectors:          AT04-4P-BM02 (Deutsch)
Operating temperature:  -30°C bis +70°C
Operating voltage:         12V DC/24V DC
Interface:         CANopen, J1939
EDS file:          available

Buttons:  max 4
Operating force:  5N   
Lighting:  Position lighting in white
 Status LEDs: 
 2 green LEDs per button
 Encoder ring in white and green
 16 segments with individual control
Optional:   Rear seal
                   E1 approval
                    Additional options available

Pin assignment: PIN 1: External power supply            PIN 2: Ground            PIN 3: CAN-H            PIN 4: CAN-L       

Figure: Deutsch DT connector
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